
Publisher's PDF, also known as Version of record
License (if available):
CC BY
Link to published version (if available):
10.1063/1.5025025
10.1063/1.5025025

Link to publication record in Explore Bristol Research
PDF-document

University of Bristol - Explore Bristol Research

General rights

This document is made available in accordance with publisher policies. Please cite only the published version using the reference above. Full terms of use are available:
http://www.bristol.ac.uk/pure/about/ebr-terms
Kirigami stretchable strain sensors with enhanced piezoelectricity induced by topological electrodes

Rujie Sun, Bing Zhang, Lu Yang, Wenjiao Zhang, Ian Farrow, Fabrizio Scarpa, and Jonathan Rossiter

Citation: Appl. Phys. Lett. 112, 251904 (2018); doi: 10.1063/1.5025025
View online: https://doi.org/10.1063/1.5025025
View Table of Contents: http://aip.scitation.org/toc/apl/112/25
Published by the American Institute of Physics
Rapid advances in sensing technologies are leading to the development of integrated wearable electronics for biomedical applications. Piezoelectric materials have great potential for implantable devices because of their self-powered sensing capacities. The soft and highly deformable surfaces of most tissues in the human body, however, restrict the wide use of piezoelectric materials, which feature low stretchability. Flexible piezoelectric polyvinylidene fluoride films that could conformably integrate with human bodies would have advantages in health monitoring. Here, a Kirigami technique with linear cut patterns has been employed to design a stretchable piezoelectric sensor with enhanced piezoelectricity. A parametric Finite Element Analysis study is first performed to investigate its mechanical behaviour, followed by experiments. An inter-segment electrode connection approach is proposed to further enhance the piezoelectric performance of the sensor. The voltage output shows superior performance with 2.6 times improvement compared to conventionally designed circuits. Dynamic tests with a range of frequencies and strains are performed to validate the sensor design. With its high performance in large strain measurements, the Kirigami-based sensing system shows promise in stretchable electronics for biomedical devices.
The mechanical properties of a Kirigami structure can be tuned and programmed based on a tailored pattern of cuts. For example, a hierarchical fractal cut is demonstrated to be an effective method to design highly stretchable metamaterials. Unit cut geometry and hierarchical levers are two important parameters that determine the mechanical behavior. Moreover, the sheet thickness significantly affects the transition from in-plane deformation to out-of-plane deformation, and a thin sheet is prone to trigger mechanical instabilities with induced buckling, forming a variety of three dimensional (3D) architectures. The remarkable features of Kirigami structures have recently been introduced in a variety of applications. To improve the power generation of flat solar cells, a simple linear cut pattern is made into thin films of gallium arsenide, and the angle of the tilted panel can be controlled by the stretching strain in order to track the Sun’s position. With a similar Kirigami pattern, the stretchability of nanocomposite based conductors has been improved from 2% to beyond 100%, with stable conductivity. By introducing different functional materials, a variety of applications have been achieved, such as stretchable graphene transistors, mechanical actuators, stretchable batteries, supercapacitors, and deployable reflectors. A recent study has shown ultrastretchable bioprobes with a Young’s modulus of 3.6 KPa and a stretchability of 840%, which could intimately follow the shape changes of biological tissues. In vivo tests demonstrate that this Kirigami based device could record the electrocardiogram signals of a beating mouse’s heart whose volume and surface area experience large and rapid changes. This work has validated the potentials of the Kirigami approach in biomedical applications.

Here, we propose a Kirigami piezoelectric sensor with high stretchability and enhanced piezoelectricity. Combined numerical and experimental results demonstrate that tunable and programmable mechanical behavior can be achieved by adjusting the geometric parameters of the cut patterns. We have then fabricated a piezoelectric sensor by making a linear cut pattern into a thin PVDF film. To enhance the electric performance, an inter-segment electrode design is explored through Finite Element Analysis (FEA) and experiments. Finally, dynamic tests at various frequencies and tensile strain levels have been performed on the stretchable piezoelectric sensor system.

The patterns of cuts in the Kirigami structure need to be algorithmically designed to obtain a specific mechanical performance. We use here a simple and effective linear pattern of cuts in a thin flat film, forming the Kirigami structure of Fig. 1(a). To understand the overall mechanical deformation

---

**FIG. 1.** (a) Schematic of the Kirigami structure where \( L, a, b, \) and \( t \) indicate the cut length, hinge length, cut spacing, and film thickness. (b) Stress-strain curves for the pristine film, and the Kirigami patterned film obtained by numerical simulations and experiments; experimentally obtained stress-strain curves by varying a single geometric parameter, including the cut length in (c), the hinge length in (d), and the cut spacing in (e), where the control Kirigami parameters are \( L = 15 \text{ mm}, a = 1.5 \text{ mm}, \) and \( b = 3 \text{ mm} \), respectively; (f) summary of the dependence of effective modulus on the geometric parameters, where the change ratio indicates the normalized value of each parameter relative to its control value.
of the Kirigami configurations, thin polyethylene terephthalate (PET) films with this linear pattern are analyzed. A uniaxial tensile test was performed on the structure with one end clamped and the tensile loading introduced via the other end. FEA (see supplementary material) was also used to analyze the stress-strain response of the Kirigami structure. The FEA predictions correlate very well with the experimental measurements [Fig. 1(b)]. The typical stress-strain curves of the Kirigami structure show three different stages. During the first stage, the structure undergoes an initial elastic deformation which is restricted within the in-plane stretching. The effective stiffness of the structure is governed by the in-plane bending of the hinges. Once the applied force reaches the critical buckling load, a mechanical instability is triggered, with a transition from in-plane deformation to out-of-plane buckling (second stage). The out-of-plane bending and rotation of the cut strips lead to a moderate stress growth within a high strain, thus enhancing the stretchability. The third stage occurs with further loading, and the subsequent deformation mode switches from bending back to stretching again. Stress concentration is localized in the edge of the cuts, leading to a sharp increase in the effective stiffness, and finally to fracture.

Analytical studies have been performed on a range of linear cut patterns, showing that there are several geometric parameters and material properties that determine the mechanical behavior of this type of Kirigami structures. The fundamental parameters are the cut length \( L \), the hinge length \( a \), the spacing between the cuts \( b \), the film thickness \( t \), and the Young’s modulus \( E \) of the underlying material.\(^{20}\) The effective modulus of the whole structure is a key emergent metric to be evaluated through a parametric exploration. For biomedical devices, a low effective modulus would be preferable to enable an adaptation to the deformation of the tissue. We carried out a series of experiments with different geometric parameters to characterize the mechanical response. The effective modulus is calculated from the ratio between the nominal stresses and strains within a 0.5%–10% strain range to avoid the nonlinear buckling effect of the initial stage. The modulus is adopted as the indicator for the comparison. The results from Figs. 1(c) to 1(e) show that the effective modulus could be readily tuned by controlling the geometric parameters. An increase in the cut length \( L \) would soften the structure with a low effective modulus. Increasing the hinge length \( a \) and the cut spacing \( b \) would make the structure more rigid, leading to a higher effective modulus. From Fig. 1(f), it can be seen that the cut length has an exponential effect on the mechanical behavior, while the other parameters exhibit a linear relationship with the effective modulus. These parametric studies were also performed by FEA, and the general trends shown in experiments are replicated in FEA as well (see supplementary material). The strain at failure is also an important factor for sensor design, and the relation between the limit strain and the geometric parameters based on the test data is summarized in Fig. S3.

We then introduce the linear Kirigami cut pattern into a thin PVDF film to design a stretchable piezoelectric strain sensor. A FEA study was first performed to optimize the electrode design of the Kirigami piezoelectric sensors. As seen in Fig. 2(a), for the wavy unit of the Kirigami structure, the local strain distribution along its neutral axis is variable, with compression in blue areas and tension in red areas coexisting on the same surface. If the Kirigami pattern is directly introduced into the PVDF film with a continuous electrode, a charge cancellation would occur due to the opposite strain distribution on the same side of the electrodes. An inter-segment electrode pattern is therefore proposed to improve the electric performance.\(^{33}\) Rather than using a continuous electrode over the surface, we use only a segment corresponding to one quarter of the wavelength of the buckled section, and located in the highest strain region [Fig. 2(b)]. Then, the opposite electrodes between segments are reversely connected through holes [Fig. 2(b)]. In order to validate the proposed inter-segment connection

![FIG. 2. (a) The FEA of the mechanical response of the Kirigami structure. The inset is the local strain distribution on a unit strip. (b) The inter-segment electrode pattern with reverse connections for adjacent parts through holes. (c) The electrode pattern using inter-segment connections within one unit strip of the Kirigami structures, scale bar 2 cm. (d) The time domain output of voltage using the electrode patterns in (c) from experimental tests.](https://example.com/fig2.jpg)
mechanism, an experimental comparative study was performed between the proposed design and the conventional continuous configuration [Figs. 2(c) and 2(d)]. The Kirigami-based piezoelectric sensor has a two-layer topology, with a 125 μm thickness of PET film as the substrate and a 28 μm thickness of the PVDF film. The parameters of the cut patterns are: cut length $L = 22.5$ mm, hinge length $a = 2.25$ mm, and spacing between cuts $b = 8.25$ mm. Kirigami based piezoelectric sensors with these two electrode designs were fabricated with one strip of PVDF film with either the continuous or reversely connected electrode integrated, Fig. 2 (c), and then cyclically stretched. The continuous electrode pattern has an effective area of $43$ mm × $6$ mm, and the inter-segment connection electrode has an effective surface of $9$ mm × $6$ mm in a single, quarter wavelength, unit. The experimental results, Fig. 2(d), substantially validated the efficiency of the inter-segment connection design, with a resulting 1.63 V generated voltage compared with 0.63 V generated voltage by the continuous electrode pattern under a given frequency of 10 Hz and a tensile strain of 10%. As seen in Fig. 2(d), the output voltage from both inter-segment and continuous electrode designs are not sine-shaped [Figs. S5(a) and S5(c)]. This is due to the relation between the global applied strain and local strain on the strip is not linear [Fig. S5(b)].

By using the optimized electrode design, the electric performance of the proposed sensor is explored under dynamic tests with controlled frequency excitation and strain ranges. Figure 3(a) shows the output voltage time histories at 10 Hz and tensile strain range between 2% and 10%. As shown in Fig. 3(b), the voltage increases linearly with applied strain. The output voltage time series at constant 1% tensile strain and frequency range from 3 Hz to 24 Hz are shown in Fig. 3(c). In this case also, the voltage output shows an almost linear dependency to the frequency increase under the fixed strain.

In conclusion, a stretchable piezoelectric sensor system with enhanced piezoelectric performance and high stretchability was obtained by introducing Kirigami patterns into a thin PVDF film with a PET film as the substrate, and an inter-segment electrode design to avoid charge cancellation and improve the piezoelectric generator effect. Experimental tests validated the significant improvement in voltage output with the adopted electrode pattern. Moreover, the Kirigami technique vastly extends the strain range of the sensor, while the piezoelectric performance remains stable. Dynamic tests under variable frequencies and strains also validated the efficiency and robustness of the sensing performance. The high stretchability and excellent piezoelectric operation of this Kirigami based piezoelectric sensor suggests its high suitability for implantable, self-powered biomedical devices and sensor systems.

See supplementary material for the Kirigami based piezoelectric sensor preparations, finite-element modelling, and characterization.

This work was supported by the Engineering and Physical Sciences Research Council through the EPSRC Centre for Doctoral Training in Advanced Composites for Innovation and Science (Grant No. EP/L016028/1). R. Sun acknowledges the support from the China Scholarship Council. J. Rossiter is supported by EPSRC Grant Nos. EP/M020460/1 and EP/M026388/1 and the Royal Academy of Engineering under the Chair in Emerging Technologies scheme. Data are available at the University of Bristol data repository, data.bris, at https://doi.org/10.5523/bris.ra5e2tx5hui528ykj8fmsi6i.
